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CN-AFD45WB CN-AFD45NS

COMFY NEST AIR FRYER LINE

User Manual

1. This product is not suitable for use by personnel (including children) with unsound limbs,
A sensory or mental disorders or lack of relevant experience and knowledge, unless they have
special supervision or guide the use of appliances to ensure their safety.
Children should be watched after to make sure they do not play with the product.
If the power cord is damaged, it must be replaced by the manufacturer, its maintenance
department or similar departments to avoid danger.
4, Appliance shall not operate with external timer or independent remote control system.
When the product is energized or cooling, the product and its power cord should be placed out

of the reach of children under 8.

PRECAUTIONS

Please use this instruction manual carefully before use and keep this instruction manual
properly

1. Check the equipment and accessories. In any doubt, please consult the dealer.

2. Before connecting the product to the power supply, please check whether the voltage shown in the product complies
with the local power supply voltage.

3 To prevent fire, electric shock and personal injury, do not immerse wires, plugs in water or other liquids.

4 Children should be looked after to ensure that they do not play with the product.

5 Please ensure the product is not in use before cleaning, ensure the product is cooled and unplug before installing or
removing.

6. After the power cord or power plug is damaged in any way. Please return the equipment to the authorized service
center for inspection, repair or adjustment.

7. Use of accessories not recommended by the appliance manufacturer may cause fire, click or personal injury.

8. This product is used only. Do not use it outdoors.

9. Do not hang the power cord on the edge of the sharp appliance or on the hot surface.

10. Do not place products on or near flammable materials such as tablecloth, curtains, etc.

11. Do not use this product for any use other than that described in this manual.

12. When the equipment is heated, place the equipment on a horizontal and smooth surface. Do not place on plastic, vinyl
and enamel plates or any heat shrinkable and worn surfaces.

13. Please dry the pan and the mesh rack before placing the food.

14. After unplugging the product power supply, adjust the temperature control and timing knob to zero.

15. In use, accessible surfaces become hot, such as pans. Hold the handle and do not touch other parts with your hand.
16. When using the fryer, release hot steam from the air outlet. Hands and face should be kept at a safe distance from the
steam and air outlet. When the pot is removed, we should also pay attention to the hot temperature steam and heat air.

17. Connection of the external power cord is not allowed.




BEFORE THE FIRST USE

1. Remove all packaging materials.

2. Remove the fryer and remove the frying pan protective paper.

3. Remove the protective film on the console and the adhesive on the product.

4. Pull the fryer handle and open the drawer. Clean the frying basket and the fryer thoroughly with hot
water, detergent, and non-abrasive sponges.

5. Wipe the inside and outside of the product with a wet cloth.

6. Put the frying basket into the fryer, and then put the drawer back into the air fryer.

PREPARATION BEFORE USING

1. Place the product on a stable, horizontal surface. Do not place running products on a heat-refractory surface.

2. Do not place running products near or below objects that may be damaged by steam (e. g. walls and cabinets).

Note: Place the product on a fully open table, keep the product at least 15cm from the wall and keep

ventilated.

3. Place the food on the grid rack.
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POWER: 220-240V/50/60Hz
POWER RATING: 2400W
CAPACITY: 9L (2 independent 4.5L)
WORK TIME: 0-60 min
TEMPERATURE SETTING: 80-200°C
FRY FORCE: 360° Technology
COOKING FUNCTION 10 One-touch cooking functions
AUTOMATIC SHUT DOWN: YES
OVERHEAT PROTECTION: YES
FOOD GRADE MATERIALS: YES
NON-STICK COATING: YES

TURN TURN

1. Power-on self-test procedure: all lights and digital tubes are lit at the same time for 2 seconds and the buzzer sounds.
2. After the self-test procedure, the key lights start flashing;

3. After clicking the switch, turn on the key light; menu button; temperature time "+" and "-"; the lights operate on, and the
start light (position number) shines.

4. Menu operation: Click the menu key: fries; fish; steak; chestnut; pizza; chicken legs; cake; prawns; bacon; thaw. The menu
program above the menu button is clicked in turn (see the program data below for the menu temperature time)

5. Program data description: after clicking the power button, the default program: 30 minutes; temperature 180°C, Click the
time temperature key to switch, Click Add or subtract to add or subtract time temperature, Bring-in program: Chips: 200 /
15min Fish: 180 / 15min Steak: 180/ 15min Chestnut: 200 / 15min Pizza: 200 / 15min Chicken legs: 200 / 25min Small cake:
200 / 30min Shrimp: 180 / 15min Bacon: 200 / 15min Thaw: 80 / 15min Bring-in program, All procedures plus 5min
preheating temperature unchanged, Preheat light on screen display time temperature digital tube only shows the normal
procedure time, Start any cooking program for the menu (fries; Fish; steak; chestnut; pizza; drumstick; cake; prawn; Baconic;
Thaw out) the light is not on, Temperature switching; switch; cease; +; -; These can be operated and always bright, The
buzzer rings a "pan-turning reminder light" three times every five minutes, Used to remind customers to flip over the
ingredients.

6. Description of function button: tap button once to open other function button; press three seconds to shut down; select
the menu button; temperature switch: long time switch: click the digital tube time, click the second time long time, click the
third time and so on, "+" "-" click to adjust the time temperature for one minute each time, the temperature adjustment
span is 5°C each time. Key in the program cooking process can directly stop cooking into the cooling program, stop the
button pressed to pause the cooking program of time into the cooling program.

7. Power off memory, when the fryer is working, the fryer suddenly power off the program was suspended, the fryer is
performing the program continued to work (power off memory function execution conditions: power off within 30 minutes).

8. Fryer cooling procedure: after the consumer sets the default program or the program set by the consumer, the fryer beep
three times and the fan rotates for 20 seconds, and the heating pipe stops heating after the end of the procedure.

9. Digital tube switch display every 3-5 seconds, display content example: 15:00 indicates time 15 minutes; 200°C indicates
temperature 200 degrees Celsius.

10. NTC error code E1; E2.

11. Click the bulb button, the built-in perspective light starts, you can click the bulb button again to turn off, light up within
three minutes, three minutes after the automatic extinguish, you can click the bulb button again to turn off




CLEANING & MAINTENANCE

1. Before cleaning the electric oven, please cut off the power supply and remove the plug, until the electric oven is fully

cooled.

2. If there is oil in the electric oven, please wipe it with a soft wet cloth soaked in neutral cleaner.

3. Clean all the accessories, including the fryer and baking pan, with a neutral detergent.

4. Do not immerse the whole electric oven in water or other liquid to avoid the danger of electric shock or functional

failure.

5. After cleaning, keep the product in a cool and dry place.

COMMON FAULT INSPECTION AND ANALYSIS

If the product does not work or does not work properly, first check on the list below. If the abnormal situation does not

appear in the list and the product may fail, it is recommended that you give the product to the supplier or the

manufacturer's service center.

QUESTION

PROBABLE CAUSE

HOW TO FIXIT

After the power supply, the power
switch indicator is not on or working

The plug is not plugged in

Check that the plug is plugged in

Power switch is not turned on or
damaged

Open or replace the power switch

The power board safety pipe is
broken

Check whether the insurance pipe is
damaged, please replace the
damage

The pot was not pushed into the
fuselage or was not pushed in place

Push the pot in the right way

Not heated or not heated properly

The internal cables is loose or off

Check the heating body line for
abnormalities and reconnect until
the machine works properly

The output of the circuit board is
abnormal or damaged

Use a multimeter to detect whether
the corresponding relay output is
abnormal, and then replace it

Release of the sensor cable or a
damaged sensor

Use the multimeter to detect
whether the corresponding micro-
switch is abnormal, and then replace
it again

The display is not normal
The keys are not sensitive

Virtual welding of component
needle and foot

Re-weld the corresponding welding
feet of each element

The components are damaged

Replace the corresponding
electronic components

control

Fried pot

This product shall not be discarded together with household garbage, and the product shall be treated in a
place authorized to recycle electrical appliances and electronic products. Help conserve natural resources by

collecting and recycling waste and ensure that the product is handled in an environmentally friendly and
healthy manner.







